LOAD STRAF, /4" X 035" OR 031" X
13'=10" LONG STEEL STRAPPING (2 REQD ).
SEE GEMNERAL NOTET'C“ AT RIGHT.

SEAL FOR 3/4" STRAPEING (5
REGD, 1 PER STRAP ) CRIMP EACH

SEAL WETH TWO PAIR OF NOTCHES. SPACER ASSEMBLY {1 REQD). SEE

THE DETAIL BELOW. STAPLE TIE-
DOWN 5 TO “SPACER
ASSEMBLY

VEDOWN STRAP,
3/4" X .035"CR

LONG STEEL
STRAPPING (3
JREQD), SEE
GENERAL NOTE
"D™ AT RIGHT,

35" X 45"
PALLET.

TYPICAL {OCATION
FOR SECUREMENT OF A
SIRAP CUTTER, SEE
GENEKAL NQTE “F"
AT MGHT,

TOP CLEATS ON BOXES LOCATED
IN THE CUTSIDE STACKS WILL BE
TURNED INWAKD, EXCEPT AS
OTHEKWISE SPECIFIED IN Mil-
5TD-129,

PALEET UNIT
SEE GENERAL NOTE "B AT RIGHT,

& BOXES OF TIME BLASTING FUSE { 80 PER BOX } @ 107 LBS mmmeeme 642 llis ( APPROX )
DUINNAGE B 18s
PALLET 65 LBS

TOTAL WEIGHT =—verormermrnnsvmnmamsem 725 LBS ( APPROX )
CUBE 3.5 EU FT { AMROX )

BILL OF MATER 1AL

LuMBER LINEAR FEET 30ARD FEET

" X4 18.83 &.29

NAILS NO, REQH POUNDS

& (2" 18 0.1
PALLET, 35 X 45-1/2* 1 REQD &5 18§
STELL STRAPPING , 3/4" =-=——= &8 I7*REQD -===~---we=— 4_58 [BS
SEAL FOR 3/4" STRAPPING ~-=—==s~ § REQD ==mmmwm-m— NIL
STAPLE, 15/18"% 3/4" 3 REQD NIL

CENTER SUPPORT PIECE,
2" X 4" X BOX HEIGHT
MINUS 3¥ { ! REQD )}, -7

BOX WIDTH
SUPPORT PIECE,

BOX HEIGHT
2% X 4" X CUT-
TO-AT iN IENGTH -
{4 KEQD ). NAIL TO

THE VERTICAL PIECE
W/A-10d NAILS .

TIE PIECE, |* X 4% X BOX
HMEIGHT (2[REQD ). NAIL TO
LONGITUDINAL PIECES W/2-6d
NAILS AT EACH END, NAIL TO
: LATERAL PIECE W/1-6d NAIL.
" LONGITUDINAL PIECE,

[ 2" X §" X BOX WIDTH
" (2 REQD ), NAIL TO THE
' THCAL PIECES W/3-10d
* NAILS AT EACH END AND
NAIL TO CENTER SUPPORT,
PIECE W/2-10d NAILS,

VERTICAL PIECE, 2“/X 4°
X BOX LENGTH MINUS
3/4® (4 REGD ).

LATERAL PIECE, 2° X 6% X BOX HEIGHT
MINUS 2° (4 REGD[), NAIL TO VERTICAL
PIECES W/3-10d NAILS AT EACH END.

FILLER ASSEMBLY
{ FOR MINUS OME BOX )
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VERTICAI, PIECE, 1* X 4"
X 29-1/2% (3 REQD ), NAIL
1C HORIZONYAL PIECES W/2-46d
NAILS AT EACH JOINT AND CLINCH,

GENERAL NOTES

A, THIS APPENDIX CANNOT STAND ALONE BUT MUST 5 USED IN
CONJUNCTION WITH THE BASIC UNITIZATION PROCEDURES DRAWING
19-48-4116-20PA1002. TO PRODUCE AN APPROVED UNIT LOAD, ALL
PERTINENT PROCEDURES, SPECIFICATIONS AND CRITERIA SET FORTH
WITHIN THE BASIC DRAWING WiLL APPLY TO THE PROCEDURES DE=
LINEATED [N THIS APPEMDIX, ANY EXCEPTIONS TO THE BASIC PRO-
CEDURES ARE SPECIFIED IN THIS APPENDIX,

8, DIMENSIONS, CUBE AND WEIGHT OF A PALLET UNIT WILL VARY
SLIGHTLY DEPENDING UPOM THE ACTUAL DIMENSIONS OF THE
BOXES AND THE WEMGHT OF THE SPECIFIC ITEM BEING UNITIZED,

€. LOAD STRAPS MAY BE PREPOSITIONED ON THE PALLET DECK CR
THREADGED THROUGH THE STRAP SLOTS OF THE PALLET, LOAD STRAPS
WILL NOT BE TENSIONED AND SEALED UNTIL AFTER THE TIEDOWN
STRAFS HAVE BEBN TENSIONED AND SEALED.

INSTALL EACH TIEDOWN STRAP TO PASS UNDER THE DECK BOARDS OF
THE PALLET AND TO BE LOCATED AS SHOWN, TIEDOWN STRAPS WILL
8E TENSIONED AND SEALED BEFORE THE LOAD 5TRAPS.

.-

E. THE FOLLOWING DARCOM DRAWINGS ARE APPLICABLE FOR OUTLOAD~
ING AND STORAGE OF THE ITEMS COVERED BY THIS APPENDIX,

CARLOADING =~u—— DRAWING [9-48-4115-50A1002
TRUCKLOADING ==+- DRAWING T9-48-4117-11PAT003
STORAGE ww—as—sne DRAWING 19-484 }18=1-2-3-4-T4-22PA 1002

F. FOR METHOD OF SECURING A STRAP CUTTER TO THE PALLET UNIT,
SEE DARCOM DRAWING 19484 127-20P1000.

G. IF ITEMS COVERED HEREIN ARE UNITIZED PRIOR YO ISSUANCE OF
THIS APPENDIX, THF BOXES NEED NOY BE REUNITIZED SOLELY TO
CONFORM TO THIS APPENDIX.

H, THE UNITIZATION PROCEDURES DEPICTED HEREIN MAY ALSQ BE LSED
FOR UNITIZING TIME BLASTING FUSE. WHEN IDENTFIED By
OIFFERENT NATIONAL STOCK NUMBERS {INSN } THAN WHAT IS SHOWN
ON THE TITLE PAGE, PROVIDED THE BOX PACK DOES NOT VARY FROM
WHAT IS DELINEATED HEREMN, THE EXPLOSIVE CLASSIFICATION OF
OTHER ITEMS MAY BE DIFFERENT THAN WHAT IS SHOWN,

HOKIZONTAL PIECE,
1" X 4% X 46" (3 REQD ).

SPACER ASSEMBLY \. 5
{1 REGD )

PROJECT FSA_1467130A

ATT AC HawT cof




